











3.2.J.2
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3.2.J4

3.2.J.5

3.2.J.6

3.2.J.7

3.2.J.8

of-Way (Approaches).” No work of any nature shall be performed on public right-
of-way until an approved Boise County Road Department, or Idaho Transportation
Department (ITD) as applicable, permit has been issued. In an emergency,
approval may be given in advance of processing the permit.

Application fees for various types of public right-of-way use permits issued by the
Boise County Road Department shall be established by resolution.

Boise County Road Department or the Planning and Zoning Department may
request a traffic impact study be completed prior to granting an approach permit if
the proposed development is anticipated by the applicant or Boise County to
generate over 50 cars per hour.

No part of the public right-of-way shall be used for:

3.2.J.4.a Parking of vehicles except in authorized parking areas.

3.2.J.4b Servicing, refueling, and repairing of vehicles, except for emergencies.
3.2.J.4.c Displays, sales, exhibits, business signs etc.

3.2.J.4.d Any activities prohibited by ITD.

Approaches shall be located so as not to create undue interference with, or hazard
to, the free movement of normal roadway or pedestrian traffic or cause areas of
congestion. Approaches must be located where the roadway alignment and profile
are favorable, i.e., away from sharp curves, steep grades, and/or where the sight
distance would not be adequate for safe traffic operations. Approach locations that
restrict or interfere with the placement and proper functioning of traffic control
signs, signals, lighting, or other devices must also be avoided.

Approaches shall be constructed to provide the sight distances defined in the
AASHTO, (A Policy on Geometric Designs of Highways and Streets).
Approaches shall be graded to drain away from the roadway. Water bar humps or
swales may be used in addition to culverts to prevent surface water from entering
the road surface from the approach. Water bar humps, if used, shall be at least 0.3
feet lower than the roadway shoulder at the approach.

Approaches shall be wide enough to properly serve the anticipated type and
volume of traffic. Minimum widths should be used only when space limitations
must be considered. Table 4 indicates standard approach widths.

Table 4. Standard Approach Widths

Minimum Maximum

Residential

Twenty feet (20°) Thirty feet (30°)

Agricultural Twenty feet (20”) Forty feet (40°)

Commercial (one-way) Twenty feet (20”) Thirty feet (30)

Commercial (two-way) | Twenty-eight feet (28”) Forty feet (40”)

Street/Highway Twenty-eight feet (28°) | Forty-eight feet (48”)

3.2.J.9

The construction of Joint Use Approaches is encouraged. A joint-use approach
should use the maximum dimensions of a single approach.
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